
Origin Europe

Thickness 1.4 mms

Treatments ANTISTAIN - WATERPROOF - FIRE RESISTANT

Tear resistance ISO 3377-1 >=20N

Color fastness to dry rubbing ISO 11640
500 cycles

4/5 grey scale

Color fastness to wet rubbing ISO 11640
100 cycles

5 grey scale

Color fastness to rubbing with artificial sweat ISO 11640
50 cycles

5 grey scale

Flexural strength ISO 5402-1
40000 cycles
no damages

Color fastness to light ISO 105-B02 >=5 blue scale

Adhesion to finishing ISO 11644 >=2N/10 mms

Color fastness to the drop of water ISO 15700
5 grey scale
15 minutes

Eurotessuti srl  T.+39 0375 790281 - info@eurotessuti.com 

FIRE RESISTANT California TB117 - BS5852 Match & Cigarette

THE SPECIAL ANTI-STAIN TEKNOWATERCLEAN® TREATMENT
protects the leather from liquids allowing you to easily remove any stain.

HOW TO REMOVE THE MOST FREQUENT STAINS
to remove wine stains, sugary drinks, alcohol, spirits, beer, coffee, tea is enough to
apply a little water on the stain and dab with a damp and clean cloth. 
We recommend to dab, not rubbing insistently.

HOW TO REMOVE THE MOST DIFFICULT STAINS
prepare a mixture of 50% water and 50% non-colored ethyl alcohol and dab with a
white damp cloth or cotton swab. Lightly dab the stain from the outside to the inside
to prevent the stain from expanding. It's important to act promptly on the stain.

RESISTANT 
TO:

Cleaning and leater care: This article's surface could have a color transfer due to some dyes utilized for clothing
and accessories (for example jeans). This phenomenon increases with the humidity and the high temperature.
Our company assumes no responsability for the transfer of colors caused.The over mentioned data correspond
to average values communicated in good faith, we reserve the right to ratify it in any moment, as to improve our
products. The product use has to be considered in term of what has to be realized. The product cannot be held
up responsible when it is improperly use. Slight colors differences among several lots are admitted.


