
As soon as possible dab the stain with a paper towel, then
proceed by applying a solution of warm water and
neutral soap. First test the product on a tiny part so as to
not verify any alteration.

Use a soft damp cloth with a solution of water and soap,
then gently clean the stain up to a complete removal.
Rinse the surface with pure water and dry it with a clean
damp.

Be careful not to use harsh cleansers, stain removers or
degreasers, as they may cause a material damage.
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Width 140 cms

350 ± 5% GSMWeight

90 % PL - 10% NYComposition

Total $ 1390.00Martindale (ISO 12947-1) 60.000 cycles

Color fastness to rubbing (ISO 105 X12)
dry 4-5
wet 4-5

Color fastness to washing (ISO 105 C06)
4-5

water temperature 40°

Certification:

more...

Pilling resistance (ISO 12945-2) 5

Color fastness to light (ISO 105-B02) 4

Treatment Waterproof

Seam resistance (ISO 4818:1992 p.te 11)
longitudinal  N 795

diagonal N 664

HOW TO REMOVE THE MOST 
COMMON STAINS

Suggestions of use:

Care instructions:

This article’s surface could have a color transfer due to some dyes utilized for clothing and accessories (for example jeans). This phenomenon increases
with the humidity and the high temperature. Our company assumes no responsibility for the transfer of colors caused.

The over mentioned data correspond to average values communicated in good faith, we reserve the right to ratify it in any moment, as to improve our
products. The product use has to be considered in term of what has to be realized. The product cannot be held up responsible when it is improperly
use. Slight colors differences among several lots are admitted.


