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Technical details

Aniline through-dyeing

mms 1.0/1.2

Pigment finishing by water

>6 blue scale

Eurotessuti srl - Via Pilastro 6 - 46019 Viadana (MN) T.+39 0375 790281 - info@eurotessuti.com 

Certifications: 

1000 cycles - val. 4 grey scale

Chrome Tannage

250 cycles - val. 4 grey scale

>2 N / 10 mms

>20 N

20.000 cycles (no damage)

absent (<30 ppm)

<5 ppm

<10 ppm

<150 ppm

European raw hides

Color fastness charatcteristics

Physical characteristics

California (TB117)

Cigarette and Match test (UNI EN 1021-1/1021-2)

Cigarette ignition Resistance (NFPA 260/UFAC)

compliant

compliant

compliant

IMO Resolution A652 (16) compliant

Flammability testing

FS191 Method 5903-part Authority of New York & New Jersey compliant

Dyeing

Finishing

Thickness

Tannage

Leather types

Color fastness to light (ISO 105-B02)

Color fastness to dry rubbing (ISO 11640)

Color fastness to wet rubbing (ISO 11640)

Crack resistance (EN ISO 5402)

Adhesion of finishing (ISO 11644)

Tear resistance (EN 3377-1)

Exavalent chromium content (CEN/TS 14995)

Azo-dyse Dyrective 2002/61/CE (CEN ISO/TS 17234)

Pentachlorphenol content (CEN/TS 14994)

Formaldeyde content (CEN ISO/TS 17226)

Chemicals characteristics

Dust with a soft and dry cloth for the normal cleaning. Satins can be
treated with a wet cloth or cotton wool and with products for the
cleaning initially more delicate like neutral soap or cleanising milk.
Dry immediately after treatment. Avoid to rub the surface to treat,
but apply a blotting pad or tissue from the edges toward the center
of the stain.
Never use abrasive or aggressive products like solvents, stain
removers, et cetera. Never steam it. Don't use shoe cleaning products
in every case, every time that a new product is used for the cleaning,
apply it in a "hidden" area to test its effectiveness and to avoid
damages where more visible. If possible consult producer. 

MAINTENANCE RULES

This article's surface could have a color transfer due to some dyes utilized for clothing and accessories (for example jeans). This phenomenon increases
with the humidity and the high temperature. Our company assumes no responsability for the transfer of colors caused.

The over mentioned data correspond to average values communicated in good faith, we reserve the right to ratify it in any moment, as to improve our
products. The product use has to be considered in term of what has to be realized. The product cannot be held up responsible when it is improperly
use. Slight colors differences among several lots are admitted.


